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Oatey® Regular Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

0321 [31012] 4 oz. Regular Pipe Cement 24  EA
0329 [31013] 8 oz. Regular Pipe Cement 24  EA
0322 [31014] 16 oz. Regular Pipe Cement 24  EA
13069 [31015] 32 oz. Regular Pipe Cement 12  EA

Arrow Regular Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

20500 [1104RB-4] 4 oz. Pipe Cement 24  EA
20501 [1104RB-2] 8 oz. Pipe Cement 24  EA
20502 [1104RB-P] 16 oz. Pipe Cement 12  EA

Oatey® Heavy Duty Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

13064 [30850] 4 oz. Heavy Duty Pipe Cement 24  EA
0330 [30863] 8 oz. Heavy Duty Pipe Cement 24  EA
13065 [30876] 16 oz. Heavy Duty Pipe Cement 24  EA
13066 [31008] 32 oz. Heavy Duty Pipe Cement 12  EA

Arrow Heavy Duty Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

20508 [1104HB-4] 4 oz. Pipe Cement 24  EA
20509 [1104HB-2] 8 oz. Pipe Cement 24  EA
20510 [1104HB-P] 16 oz. Pipe Cement 12  EA

Oatey® All Purpose Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

13060 [30818] 4 oz. All Purpose Pipe Cement 24  EA
13061 [30821] 8 oz. All Purpose Pipe Cement 24  EA
13062 [30834] 16 oz. All Purpose Pipe Cement 24  EA
13063 [30847] 32 oz. All Purpose Pipe Cement 12  EA

Arrow Universal Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

20516 [1108-4] 4 oz. Pipe Cement 24  EA
20517 [1108-2] 8 oz. Pipe Cement 24  EA
20518 [1108-P] 16 oz. Pipe Cement 12  EA

Oatey® All Weather Pipe Cement
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

14069 [31132] 16 oz. All Weather Pipe Cement 24  EA
17680 [31133] 32 oz. All Weather Pipe Cement 12  EA

Pipe Cements

• Free flowing heavy-bodied clear cement
• Apply at temperatures 40°F to 90°F
• Exceeds ASTM D-2564, D-2846, D-2235, F-493
• For all pipe schedules, gas, conduit drain waste, 
 potable water pressure & vent pipe
• Red label

• Free flowing regular-bodied clear cement
• Recommended use: PVC pipe up to 3" dia.
• Apply at temperatures 40°F to 90°F
• Exceeds ASTM D-2564, NSF & UPC approved
• For use on Sch. 40 & 80 gas, conduit, DWV pipe & 
 potable water pressure pipe
• Gold label

• Free flowing heavy-bodied clear cement
• Fills gaps in loose joints
• Apply at temperatures 40°F to 90°F
• Exceeds ASTM D-2564 & is NSF & UPC approved
• For Sch. 40 & 80 gas, conduit drain waste, 
 potable water pressure & vent pipe
• Green label

• Clear regular bodied, fast setting, high strength cement
• For PVC pipe & fittings thru 4" diameter
• ASTM D 2564 to insure a quality product
• NSF & UPC listed
• Gold label

• Clear medium bodied, fast setting, high strength cement
• Joins PVC, CPVC or ABS pipe & fittings  thru 6" diameter
• ASTM D 2564 to insure a quality product
• Red label

• Clear heavy bodied, fast setting, high strength cement
• For PVC pipe & fittings up to 12" diameter
• ASTM D 2564 to insure a quality product
• NSF & UPC listed
• Green label

• A medium-bodied clear cement
• Formulated for fast set-up at temperatures to 10°F
• Apply at temperatures 10°F to 100°F
• For PVC pipe & fittings up to 6” in diameter 
• Dark green label 


