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PRODUCT CATALOG 1045

www.bramec.com
bramecsales@bramec.com
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Polypropylene webbing Strap
 ITEM  STD PLT  U  
 NO. DESCRIPTION QTY QTY M

14932 1-3/4" Nominal Black (300' Roll) 24 480 EA
16095 1-3/4" Nominal Silver (300' Roll) 24 480 EA
16105 3" Nominal Black (300' Roll) 8 224 EA
16096 3" Nominal Silver (300' Roll) 8 224 EA

webbing Strap Dispenser
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

14998 Webbing Strap Dispenser 1  EA

Metal Duct Strap
 ITEM  STD PLT  U  
 NO. DESCRIPTION QTY QTY M

14307 1" x 100' - 30 Gauge Strap 1 150 EA
14308 1" x 100' - 26 Gauge Strap 1 150 EA
14309 1" x 100' - 24 Gauge Strap 1 150 EA
14310 1-1/2" x 100' - 30 Gauge Strap 1 150 EA
14311 1-1/2" x 100' - 26 Gauge Strap 1 150 EA

Pipe Strap
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

6505 10' Roll  (Bulk Pack) 100  RL
6506 50' Roll (Box) 20  RL
6507 100' Roll (Box) 10  RL

Plastic Hanger Strap
 ITEM  STD PLT  U  
 NO. DESCRIPTION QTY QTY M

13038 3/4" x 100' Roll Hanger Strap 20 600 RL

Hanging wire
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

6501 330' Reel Galvanized 24  RL
6502 830' Reel Galvanized 12  RL

wire Pipe Hooks
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

16535 1/2" Wire Pipe Hook 50  EA
16538 3/4" Wire Pipe Hook 50  EA
16541 1" Wire Pipe Hook 50  EA
16543 1-1/4" Wire Pipe Hook 50  EA
16545 1-1/2" Wire Pipe Hook 50  EA
16548 1/2" Copper Coated Hook 50  EA
16551 3/4" Copper Coated Hook 50  EA
16554 1" Copper Coated Hook 50  EA
16557 1-1/4" Copper Coated Hook 50  EA
16559 1-1/2" Copper Coated Hook 50  EA

Webbing Strap, Metal Strap, Plastic Strap, Hanging Wire

•	 Galvanized
•	 18	gauge

•	 High	strength,	flexible	&	non-conductive
•	 Uses:	pipe	hanger,	duct	hanger,	tubing	strap,	etc.
•	 1/8"	holes	spaced	every	3/4"
•	 Max	working	load:	15#	@	-20°F	to	120°F

•	 For	hanging	flex-duct,	etc.
•	 	±	1/16"	Width	/.024"	thick	±.005"
•	 	Flame	Spread	Index:5
•	 	Smoke	Developed	Index:30

•	 28	gauge	galvanized
•	 Alternating	nail	&	bolt	holes

•	 For	hanging	flex-duct,	etc.

•	 Fast	&	easy	to	use
•	 Belt	hook	for	easy	carrying
•	 Holds	roll	tight	-	no	unrolling

•	 Wire	gauge:	11
•	 6"	length


