
Webbed duct strap possessing high tensile 
and abrasion resistance. This can be used for 
flex duct as it is easy to cut and staple to joists. 
The product is chemical resistant and tested to 
meet UL Standard 2043.

 710-100 Duct Strap – 1-3/4” x 100 Yards – Black EA 24

 710-101 Duct Strap – 1-3/4” x 100 Yards – Silver EA 24

 710-102 Duct Strap – 3” x 100 Yards – Black EA 8

 710-103 Duct Strap – 3” x 100 Yards – Silver EA 8

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

Duct Strap – Woven 
Polypropylene

710-100

DUCT STRAP, TIES, CLAMPS cont’d

Flexible, non-conductive. 3/4 in. wide x .050 in. 
thick. Load tested to 120 Ibs.

 710-P100   3/4” x 100’ Roll EA 20

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

Plastic Hanger Strap

710-P100

 50302    Stick-E-Tape – AFT-701-2 – 2” x 50’ Roll EA 24

50302

Self adhesive aluminum tape with temperature 
range of 40 degree F to 200 degree F. Easily 
painted. Excellent vapor barrier; effective UV 
and water shield over urethane foam. Preferred 
duct and pipe wrap.

Stick-E-Tape

TAPES

640-AF2

 640-AF2 2” Aluminum Foil Tape – 50 yds. EA 24

 640-AF25 2-1/2” Aluminum Foil Tape – 50 yds. EA 20

 640-AF3 3” Aluminum Foil Tape – 50 yds. EA 16

Prevents heating and cooling losses. Blocks 
odors and moisture. Easy to handle. Use for 
HVAC and refrigeration systems.  35 degree F 
to plus 260 degree F working temperatures. 3-5 
year shelf life.  Made in USA.

Aluminum Foil Tape

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

 640-FSK2 Foil Scrim Kraft Tape – 2” – 50 Yards EA 24

 640-FSK3 Foil Scrim Kraft Tape – 3” – 50 Yards EA 16

640-FSK2

Non tearable, diamond patterned backing with 
an aggressive rubber based adhesive system 
for consistently dependable performance. 
Made in the USA.

Foil Scrim Kraft Tape

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE 640-FD2S Flex Duct Tape – Silver – 2” EA 24

 640-FD2B Flex Duct Tape – Black – 2” EA 24

 640-FD3S Flex Duct Tape – Silver – 3” EA 16

Specially designed to meet new UL181B FX code 
for flex duct. Higher adhesion and tack than 
traditional cloth duct tapes. Conformable, hand 
tearable foil; 3 mil thickness. 2 in. x 120 yds. 
Code identification printed on the tape. Acrylic 
adhesive for superior performance in extreme 
environments. ( 35°F to 260°F)

Flex Duct Tape

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

640-FD2S

PC-622-S

 PC-622-S 2” x 60 Yards – Premium Grade Duct Tape – Silver EA 24

 PC-622-B 2” x 60 Yards – Premium Grade Duct Tape – Black EA 24

 PC-609-S 2” x 60 Yards – Industrial Grade Duct Tape – Silver EA 24

 PC-609-B 2” x 60 Yards – Industrial Grade Duct Tape – Black EA 24

 PC-600-S 2” x 60 Yards – Contractor Grade Duct Tape – Silver EA 24

 PC-600-B 2” x 60 Yards – Contractor Grade Duct Tape – Black EA 24

 PC-857  2” x 60 Yards – Metallized UL181B-FX Flex Duct Tape EA 24

High tack, excellent strength. Superior 
performance in sealing air handling systems. 
Heavy cloth content for easier tearing and 
additional strength. Made in the USA.

Cloth Duct Tapes

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

PC-622-B

 640-UL25 UL 181 Listed Foil Tape – 2-1/2” – 60 Yards EA 16

 640-UL3 UL 181 Listed Foil Tape – 3” – 60 Yards EA 16

Unique acrylic adhesive for airtight bonds on 
joints and seams of fiberglass duct systems. 
Flexible, easy to use. Meets or exceeds 
performance standard AFLS 100 73 and UL 
181 A P.

UL Listed Foil Tape 

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

640-UL25
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 Simplify your Work.™42
NOTE: Item numbers in RED indicate Made in the U.S.A.




