
Features & Benefi ts
• External heat sink eliminated for improved performance 

and reduced frequency of replacement due to overheating 
and arcing.

• Easy change to interrupted ignition to increase igniter life 
and save energy.

• Lightweight, single piece design is compatible with 
Beckett and other burners to reduce required inventory.

• Fully potted with improved epoxy to withstand thermal 
shock and protect electronic components; waterproof.

• Simplifi ed wiring requirements and fewer wires for ease of 
installation.

Description
Beckett’s new PowerLight Igniters offers improved performance and longer life.  This igniter is easy to install and is 
designed as a universal replacement in Beckett and other manufacturer’s burners.

PowerLight  12Vdc Igniters

Specifi cations
Input Voltage 10.8 - 16 Vdc

Output Voltage 20kV peak

Output Current 25 mA RMS

Input Current 1.8 A

Ambient Operating Temperature -40 to 150 F

Storage Temperature -40 to 150 F

Moisture 5 to 95% Relative Humidity

PARTS & ACCESSORIES

12 Vdc Oil Igniter

 

Part No. Burner Models Replaces
5218301U Beckett ADC 12 Vdc 51776U/51777U
5218303U Beckett SDC 12 Vdc 51778U/51779U
5218307U Wayne MSRDC 51867U/51868U
5218305U Wayne E
5218309U Igniter Only 7435U/51663

Order Information:  Contact Customer Service at 1-800-645-2876

3241101 Igniter Gasket
(Between baseplate and igniter)

Humidity

3241101 Ignit
(Between basepla

Igniter Input (+) Blue-White Striped Lead  

Yellow Leads For Cad Cell Connection - 
Interrupted Ignition Without Primary Control

Igniter Input (+) Solid White Spark Control Lead  

Igniter Input (-) Black Lead for Ground  

Yellow Cad Cell Leads  

Field Installed Cad Cell
(if applicable)
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