
HORSEPOWER:  1 - 15 HP
PHASE:  Three Phase
RPM:  1800 RPM
VOLTAGE:  208-230/460
ENCLOSURE:  
• Open Drip-Proof (ODP) 
• Totally Enclosed, Fan Cooled (TEFC)
INSULATION:  Class F
EFFICIENCY: NEMA Premium® Efficient
NAMEPLATE:  CE Mark on nameplate (180 frame or larger)
AGENCY:  UL® Recognized and CSA® Certified
WORLD MOTOR® FEATURES: 
• Both 60 Hz and 50 Hz operations (without derating motor) 
• 250 Frame and larger ratings suitable for wye-start delta run or across-the-line starting 
• Energy Efficient per NEMA (2003) MG1, 12-10 
• Meets EPAct 92 (USA), NOM 74 (Mexico), and CSA® C390 (Canada) efficiency levels 
• AllGuard® Motor Quality System

Integral Horsepower (IHP)
GENERAL PURPOSE MOTORS

US Motors  
Model # SH Item # HP RPM Voltage Frame

Total 
Length

Full Load  
Efficiency Full Load Amps

Service 
Factor

Open Dripproof (ODP)  
For pumps, fans, compressors, material handling, and other general purpose applications where contaminants are minimal.

P063AGU1308015B D1P2AH 1 1725 208-230/460 56H 12.4 83.5 3.2 - 3.0 / 1.5 1.15

FC89 D1P2D 1 1800 208-230/460 143T 12.8 85.5 3.2 - 3.1 / 1.5 1.15

FC92 D32P2D 1-1/2 1800 208-230/460 145T 12.8 86.5 4.4 - 4.2 / 2.1 1.15

FC95 D2P2D 2 1800 208-230/460 145T 12.8 86.5 5.9 - 5.5 / 2.8 1.15

FH79 D3P2D 3 1800 208-230/460 182T 15.0 89.5 8.4 - 7.8 / 3.9 1.15

FH82 D5P2D 5 1800 208-230/460 184T 15.0 89.5 13.8 - 13.0 / 6.5 1.15

R341 D7P2D 7-1/2 1800 208-230/460 213T 16.0 91.0 20.2 - 18.5 / 9.3 1.15

DB51 D10P2D 10 1800 208-230/460 215T 17.5 91.7 26.3 - 23.8 / 11.9 1.15

DT58 D15P2D 15 1800 208-230/460 254T 22.6 93.0 40.0 - 37.0 / 18.3 1.15

Totally Enclosed, Fan Cooled (TEFC) UNIMOUNT® 
For general industrial equipment including fans, blowers, compressors, pumps and direct connected equipment.

CG03 U5P2D 5 1800 208-230/460 184T 16.9 90.2 13.6 - 12.3 / 6.2 1.25

Inverter Suitable 10:1 Variable Torque, 4:1 Constant Torque

NOTE: 60/50 Hz rated with no derate on HP; 230/460 volt 60 Hz ratings operate on 190/380 volt 50 Hz, 460V 60 Hz ratings operate on 380 volt 50Hz.
Full 60 & 50 Hz data on nameplate.

ODP

TEFC
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