## 2-in-1 Reversible Adjustable Pipe Wrench

## Includes core Adjustable Wrench features plus:

- Versatile 2-in-1 tool converts from adjustable wrench to pipe wrench by reversing the removable jaw
- Reversible jaw has teeth and an obtuse angle to work as a pipe wrench
- Pipe wrench side of jaw grips pipes and round fasteners with self-gripping angled teeth
- 1-1/2" $(3.8 \mathrm{~cm})$ extra-wide jaw opening in both configurations
- Standard and metric size markings for fast adjustment
- Meets ASME 107.11-2010 standards for adjustable wrenches

| Cat. No. | Jaw Capacity | Handle Color | Handle Finish | Overall Length |
| :--- | :--- | :--- | :--- | :--- |
| D86930 | $1.5^{\prime \prime}(3.8 \mathrm{~cm})$ | Blue | Plastic-Dipped | $10.25^{\prime \prime}(26 \mathrm{~cm})$ |

## OPEN-END WRENCHES

- Forged from the highest quality alloy steel
- Corrosion resistant

Ends are offset at $15^{\circ}$ angle for clearance over obstructions


Pipe Wrench



Adjustable Wrench

## Open End Wrenches

| Cat. No. | Large Size | Small Size | Overall Length |
| :--- | :--- | :--- | :--- |
| 68460 | $5 / 16^{\prime \prime}$ | $1 / 4^{\prime \prime}$ | $4.75^{\prime \prime}(12.1 \mathrm{~cm})$ |
| 68461 | $7 / 16^{\prime \prime}$ | $3 / 8^{\prime \prime}$ | $6^{\prime \prime}(15.2 \mathrm{~cm})$ |
| 68462 | $9 / 16^{\prime \prime}$ | $1 / 2^{\prime \prime}$ | $7^{\prime \prime}\left(17.8^{\prime \prime} \mathrm{cm}\right)$ |
| 68463 | $5 / 8^{\prime \prime}$ | $9 / 16^{\prime \prime}$ | $7.5^{\prime \prime}(19.1 \mathrm{~cm})$ |
| 68464 | $3 / 4^{\prime \prime}$ | $11 / 16^{\prime \prime}$ | $9^{\prime \prime}(22.9 \mathrm{~cm})$ |
| 68465 | $7 / 8^{\prime \prime}$ | $13 / 16^{\prime \prime}$ | $10^{\prime \prime}(25.4 \mathrm{~cm})$ |
| 68466 | $1^{\prime \prime}$ | $15 / 16^{\prime \prime}$ | $11^{\prime \prime}(27.9 \mathrm{~cm})$ |



