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Description
The Y90 Series Inlet Fittings control the flow of gas 
to a pilot burner and are designed to be used with 
BASO® pilot burners. The majority of BASO® inlet 
fittings have two holes which control and direct the 

flow of gas to the burner. The gas flow from the two 
holes intersect, which causes turbulence and a better 
gas/air mixture for proper combustion.
Agency Listing
• None

Selection Chart
Part Number Orifice Size (in.) Type Gas

Y90AA 1/4”cc
▲ Y90AA-3215C .015 Natural
▲ Y90AA-3218C .018 Natural
▲ Y90AA-3221C .021 Natural
▲ Y90AA-3223C .023 Natural
▲ Y90AA-3225C .025 Natural
▲ Y90AA-4207C .007 LP
▲ Y90AA-4208C .008 LP
▲ Y90AA-4209C .009 LP
▲ Y90AA-4210C .010 LP
▲ Y90AA-4211C .011 LP
▲ Y90AA-4212C .012 LP
▲ Y90AA-4213C .013 LP
▲ Y90AA-4214C .014 LP

Y90AA-4215C .015 LP
▲ Y90AA-5232C .032 Natural
▲ Y90AA-6221C .021 Natural
▲ Y90AA-7218C .018 Natural
▲ Y90AA-7221C .021 Natural
▲ Y90AA-7223C .023 Natural
▲ Y90AA-7225C .025 Natural

Part Number Orifice Size (in.) Type Gas
Y90CB 1/8” FEMALE PIPE

▲ Y90CB-3418C .018 Natural
Y90CB-3421C .021 Natural

▲ Y90CB-3423C .023 Natural
Y90CB-3425C .025 Natural
Y90CB-4410C .010 LP
Y90CB-4411C .011 LP

▲ Y90CB-4412C .012 LP
Y90CB-7421C .021 Natural

Y90HA 1/4” cc EXTENDED
Y90HA-4707C .007 LP

▲ Y90HA-4709C .009 LP
▲ Y90HA-4710C .010 LP
▲ Y90HA-4711C .011 LP
▲ Y90HA-4712C .012 LP
▲ Y90HA-6721C .021 Natural
▲ Y90HA-7718C .018 Natural
▲ Y90HA-7721C .021 Natural
▲ Y90HA-7723C .023 Natural
▲ Y90HA-7725C .025 Natural

Y90RA 1/4 CC
▲ Y90RA-9852C .008 LP

▲ means bulk pack is available upon request.
Note: Optional full brass or stainless steel inlets if these are in high temperature areas. Contact BASO for 
more information.


