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MODEL:
75AH & 75AV (1-1/2 HR rating)

APPLICATION

model carries a 1-1/2 hour UL fire damper label.

RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 1-1/2 Hours

Model 75AV

Standard Construction Model 75A meets the requirements for fire

dampers established by:

. CSFM California State Fire Marshal
Frame: 22 Ga. galvanized steel g0 pamper Listing (#3225-1417:102)
Blade: 22 Ga. galvanized steel  pyitish Standard (BS — 476 Part 20)
Closure Spring: Negator stainless steel
Fusible Link:  165°F
Mounting: Horizontal or vertical
Optional Material: T
Type 316 stainless steal (DAVPER, SUPBLIED

1/47 LESS THAN
ORDER HEIGHT)

Vertical 4"x4" 60"x60" 120"x120"

Horizontal 4"x4" 60"x60" N/A

LISTING NO
3225-1417-100

% X
Horizontal|  4"x4" 34"x48" 68"x96" y

The model 75AH and 75AV fire damper. It is approved for use in walls,
floors, and partitions with fire resistance ratings less than 2 hours. This

Partitions materials rated 2 Hours or less

' 41 /4" .
| Model: 75AV Negator Stainless Steel Model: 75AH
(Vertical Mount) Closure Spring (Horizontal Mount)
Bliia ok Fusible Link
v [——INTERLOCKING STEEL BLADERS

J = 22 ga. min.

Z k/ \\L”_I
FUSIBLE LINK (replaceable) ] I
Standard 165 *© F =

(others available)

—=—— ROLLFORMED STEEL
FRAME 22 ga. min.

(DAMPER SUPPLIED 1/4" LESS THAN ORDER HEIGHT)

f—————————————— ORDER HEIGHT

fic
I
5/8"  Note: Damper supplied 1/4”less ORDER HEIGHT
T than order Width and Height (DAMPER SUPPLIED 1/4" LESS THAN ORDER HEIGHT)
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Standard Construction

Frame: 22 Ga. galvanized steel
Blade: 22 Ga. galvanized steel
Closure Spring: Negator stainless steel

Fusible Link:  165°F
Mounting: Horizontal or vertical
Optional Material:

Type 316 stainless steal

- LLOYD INDUSTRIES INC.

MODEL:
75BH& 75BV (1-1/2 HR rating)

APPLICATION

The model 75B is an out of stream fire damper. It is approved for
use in walls, floors, and partitions with fire resistance ratings less
than 2 hours. This model carries a 1-1/2 hour UL fire damper la-
bel.

RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 1-1/2 Hours

Partitions materials rated 2 Hours or less

Model 75B meets the requirements for fire \\55 ! ’/‘
dampers established by: < <
CSFM California State Fire Marshal us

Fire Damper Listing (#3225-1417:102)

“B* PAN LISTING_No.

3225-1417-100

ORDER HEIGHT
(DAMPER SUPPLIED

~e—— ORDERHEIGHT ———— =
DAMPER SUPPLIED 1/4" LESS
THAN ORDER HEIGHT

— ——
“B” PAN

HEIGHT

Note:
*Please see “B” PAN Sizing

—e— ROLLFORMED STEEL Chart for the “B” PAN Height.

FRAME 22 ga. min.
3/4"

. . . . 1/4” LESS THAN
Single Section Multiple Section ORDER, HEIGHT)
Minimum | Maximum . .
. ) Maximum Size (WxH) overaLL hetgT
Size (WXH) Size (WXH) IS ORDER HEIGHT
- < TRBLE HETGNT
Vertical 4"x3" 60"x53" 120"x53" %% LESS 1747
R 7%,
Horizontal 4"x5" 60"x53" NA ”%/Zgov;:;‘ffw
/1/0
Model: 75BH Model: 75BV %%
(Horizontal Mount) (Vertical Mount)
Negator Stainless Steel 4=1/4"
Closure Spring Fusible Link Ji EprrBukr]r?: Riveted
Blade Lock / 4 Blade Section
/ k “B* PAN Cover Plate
s HEIGHT .
7 i W
il § 'f'i i T Interlocking Steel Blades
= }g 1:/ 22 ga. min.
=) %; § FUSIBLE LINK (replaceable)
C g ziE) Standard 165 * F
[ 3 a° (others available)
1= ® E
l :

Overall Damper Height

lee——  ORDER HEIGHT

Damper supplied 1/4”1ess than
1 order Width and Height.

231 Commerce Dr. Montgomeryville, PA 18936
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75C-REC MODEL:
75C (1-1/2 HR rating)
75CR (1-1/2 HR rating)
75CO (1-1/2 HR rating)
APPLICATION
The model 75C is a fire damper with blades and frames “Out of
Air Stream”. It is approved for use in walls, floors, and partitions
with fire resistance ratings less than 2 hours. This model carries a
1-1/2 hour UL fire damper label.
RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 1-1/2 Hours
Partitions rated 2 Hours or less
75CO \‘58 I '/‘4»
Standard Construction Model 75C meets the requirements for fire - @
dampers established by: Us
Frame: 22 Ga. galvanized steel IESFI\I/)I Cahfoi‘f“’t‘,smt; 31;'21'5‘3 1;/411255111312
Blade: 22 Ga. galvanized steel ire Damper Listing ( i :102)
Closure Spring: Stainless steel
Fusible Link:  165°F
Mounting: Horizontal or vertical
sEEetuiT 00
Optional Material:
Type 316 stainless steal
Single Section
Maximum | Maximum . . .
. . Minimum | Maximum
Section Duct Size Diameter | Diameter
(WxH) (WxH)
Vertical 60"x60" | 120"x120" 3” 52”
Horizontal | 60"x60" 60"x60" 3” 52”
4-1/4"
‘7 > 7TropFBlclde Riveted
O rrame . i Fusible Link
Model: 75CV e S; Model:  75CH 5iSiee Ssrztrji:@‘;ess s Blade Lock /
75CRV | ., F Bév 75CRH
75c0V | 00 N e pae? . 75COH A I —
(Vertical Mount) * M S | = (Horizontal Mount) = K I
- T 7 P T - ! N
= [~ Interlocking Steel Blades |
%é 4 . 22 ga. min.
%g Eg% FUISIBLE LINK (replaceable)
BN 0ol Standard 165 * F
o O Wi (others available)
Fomayd | g
- 2 a »5 —~a—— ROLLFORMED STEEL
2,082z FRAME 22 ga. min ]
o L%F SEE
Note: = DAMPEORRDSEE;EI»{CD;H1 4” LESS ﬁ%ﬁ[}b
* Damper supplied 1/4”less : THAN ORDER HEIGéT)
= than order Width and Height. |~e——————— OVERALL DAMPER HEIGHT
* (SEE 75 C” SIZING CHART)

231 Commerce Dr. Montgomeryville, PA 18936
Tel: 215-412-4445
Email: lloydind @firedamper.com
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MODEL:
75DV/DH (1-1/2 HR rating)

APPLICATION

The model 75D is Lloyd Industries’ thin line fire damper with
blades in the airstream. It is approved for use in walls, floors, and
partitions with fire resistance ratings less than 1-1/2 hours. This
model carries a 1-1/2 hour UL fire damper label.

RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 1-1/2 Hours

Partitions materials rated 2 Hours or less

Standard Construction Model 75D meets the requirements for fire

dampers established by:

\§58 lp,

(D)
H us

Frame: 22 Ga. galvanized steel ~ CSFM California State Fire Marshal

Blade: 22 Ga. galvanized steel ~ Fire Damper Listing (#3225-1417:102)

Closure Spring: Stainless steel

Fusible Link:  165°F

Mounting: Horizontal or vertical

Optional Material: LisTiNG_No

3225-1L17-100

Type 316 stainless steal

ORDER HEIGHT
DAMPER SUPPLIED
1/4” LESS
THAN ORDER HEIGHT
Single Section
Minimum Size Maximum Size
(WxH) (WxH)
4"x4" 48"x49" <
W,
4"x4" 41"x36" ) Suey,,

\/

Vertical
Horizontal SV, iy,
(2 ’5‘0 7/,: " "
Model: 75DV Model: 7SDH \/> THINLINE
(Vertical Mount) odel: 75 @
ROLLFORMED STEEL (Horizontal Mount)
FRAME 22 ga. min. .
Negator Stainless Steel
[O_— Closure Spring Fusible Link

Blade Lock

Interlocking Steel Blades
22 ga. min.

FUSIBLE LINK (replaceable)

Standard 165 * F
(others available)

L~

ORDER HEIGHT

MODEL
75DV MODEL 75DH o
*Please see “B” PAN Sizing
5/_8” Chart for the “B” PAN Height.
!
ORDER HEIGHT Damper supplied 1/4”1ess than
- 2" — order Width and Height.

231 Commerce Dr. Montgomeryville, PA 18936
Tel: 215-412-4445  Fax: 215-412-4409

138 Industrial Loop West, Orange Park, FL 32073
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MODEL:
75DB (1-1/2 HR rating)
APPLICATION
The model 75DB is Lloyd Industries’ thin line fire damper with
blades out of the airstream. It is approved for use in walls, floors,
and partitions with fire resistance ratings less than 2 hours. This
model carries a 1-1/2 hour UL fire damper label.
RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 1-1/2 Hours
Partitions materials rated 2 Hours or less
Model 75DB meets the requirements for fire e,\ss ! ’/‘,
Standard Construction dampers established by: -
CSFM California State Fire Marshal
Frame: 22 Ga. galvanized steel Fire Damper Listing (#3225-1417:102)
Blade: 22 Ga. galvanized steel
Closure Spring: Stainless steel
Fusible Link:  165°F
Mounting: Horizontal or vertical
. sEB o0
Optional Material:
Type 316 stainless steal
Single Section ORDER HEIGHT
: ; >
" Maximum | Maximum
Minimum . .
(WxH) Section Duct Size
(WXH) (WXH) OVERALL HEIGHT
IS ORDER HEIGHT
. ” ” PLUS ”"B” PAN
Vertical 4" x 3" 48" x 49" | 41” x 36 TeBLE HEgHT
Ry
Horizontal | 4" x3" 48" x 49" | 41” x 36” % \<l
Model: 75DBV Top Blade Riveted To Frame Model: 75DBH % %;;q.,\?/ 2"
(Vertical Mount) (Horizontal Mount) s } THINLINE
e [S— Blade Section
HEIGaT | Rivetd T Feaims Negator Staimiess Stesl
= 55 L= / Blade Lock
g ‘ Interlocking Steel Blades
E ga. min.
Bz FUSIBLE LINK (replaceable)
= o Standard 165 * F
3 : (others available)
g % ~=——— ROLLFORMED STEEL Note:
T FRAME 22 go. min. *Please see “B” PAN Sizing
¢ Chart for the “B” PAN Height.
” —=——————————ORDER HEIGHT 4"2 ogr -
5/8 PA Damper supplied 1/4”less than

order Width and Height.

OVERALL DAMPER HEIGHT

]

231 Commerce Dr. Montgomeryville, PA 18936 138 Industrial Loop West, Orange Park, FL 32073 B1, 4/F., Luen Ming Hing Factory Building \/\4"0 ¥
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MODEL:
75L (3 HR rating)

APPLICATION

The model 75L is a fire damper with blades in the airstream. It is
approved for use in walls, floors, and partitions with fire resistance
ratings less than 3 hours. This model carries a 3 hour UL fire
damper label.

RATING:
UL CLASSIFIED: UL 555 Fire Resistance Rating
Fire resistance rated 3 Hours
Partitions materials rated 4 Hours or less

Model 75L meets the requirements for fire
dampers established by:

CSFM California State Fire Marshal
Fire Damper Listing (#3225-1417:102)
New York City (MEA listing #215-99-E)

Standard Construction

Frame: 22 Ga. galvanized steel
Blade: 22 Ga. galvanized steel
Closure Spring: Stainless steel

Fusible Link:  165°F

LISTING_No.
3225-1417-100

Optional Material:
Type 316 stainless steal

E

ORDER HEIGHT
(DAMPER SUPPLIED)

1/4" LESS THAN
ORDER HEIGHT)
Single Section Multiple Section
Minimum | Maximum
. . Maximum Size (WxH
Size (WxH) | Size (WxH) ( )
Vertical 4"x4" 60"x60" 120"x120"
Horizontal NA NA NA
i 4-1/4" |
 — Model: 75LV
(Vertical Mount)
AV O T~ INTERLOCKING STEEL BLADES s e
& = 22 ga. min,
CCd
= FUSIBLE LINK (replaceable)
g Standard 165 * F ccced)
= (others available) - L
w
[=]
2 —~=|— ROLLFORMED STEEL
7 Model FRAME 22 ga. min. ] 12
7 5 Lv \ Note:
*Please see “B”” PAN Sizing
— e Chart for the “B” PAN Height.
i 7 Damper supplied 1/4”less than
5/8 Double Units order Width and Height.
u 1
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