MARS Regal Series - Plastic Base I-T-E Circuit Breakers Plug-In SIEMENS

. Interchangeable Type-Bulk I-T-E® Electrical Products
MARS offers a broad selection of

thermostat guards. Popular models « For applications that require plug in
available include metal, clear - Space saving design allows to
plastic and opaque plastic fit a 1” panel space
designs. MARS thermostat .

. . » UL listed
guards are ideal for protecting
thermostats in schools, industrial
plants institutions, public facilities
and other areas where
unauthorized tampering could be
a problem. These attractive units

feature a rugged, light weight 1
and compact design. All units
supplied with key. Extra keys are

70236 70210

available. Order part #70236 for
the BTG thermostat guard key.

10,000 KA interrupting rating

BASE
Solid

HEIGHT
7308

WIDTH
41/8

DEPTH
3118

INSIDE

DIMENSIONS (INCHES) MARS NO. DESCRIPTION MARSPACK  CASE QTY.

Ring 7308 418 318 83200 15a- 120/240 VAC, 1 pole 1 6
83201 20a- 120/240 VAC, 1 pole 1 6
MARS NO. DESCRIPTION BASE MARS PACK CASE QTY. 83203 30a- 1201240 VAC, 1 pole 1 6
70210 BTG-RK clear plastic cover Dual 1 12 83220 15a- 120/240 VAC, 2 pole 1 3
70236 F336, extra key for all BTG guards 1 1 83221 20a- 120/240 VAC, 2 pole 1 3
83222 25a- 120/240 VAC, 2 pole 1 3
MARS Sentinel Series - 83223 30a- 120/240 VAC, 2 pole 1 3
Metal Cover And Base 83224 35a- 120/240 VAC, 2 pole 1 3
MARS offers a broad selection of 83225 40a- 120/240 VAC, 2 pole 1 3
thermostat guards. Popular 83226 45a-  120/240 VAC, 2 pole 1 3
models available include metal, " 83227 50a- 120/240 VAC, 2 pole 1 3
clear plastic and opaque plastic 83228 60a- 120/240 VAC, 2 pole 1 3
designs. MARS thermostat guards 83229 70a- 120/240 VAC, 2 pole 1 3
are ideal for protecting 83230 80a- 120/240 VAC, 2 pole 1 3 (7]
thermostats in schools, industrial 33231 90a- 1201240 VAC, 2 pole 1 3 m
plants institutions, public facilities 83232 100a- 1201240 VAC, 2 pole 1 3 w
and other areas where -
unauthorized tampering could be 83212 Dual 20a- 120/240 VAC, 1 pole 1 3 s
a problem. These attractive units . ) (o]
feature a rugged, light weight and 70236 I-T-E Circuit Breakers Plug-In SIEMENS m
compact design. All units supplied ks Interchangeable Type-Carded I-T-E® Electrical Products
with key. Extra keys are available. « For applications that require plug in w
Order part #70236 for the BTG thermostat guard key. « 10K AIC —
BASE HEIGHT WIDTH DEPTH . Space saving design allows to z
INSIDE 51 3116 fit a 1” panel space (/)]
DIMENSIONS (INCHES) « UL listed -
Ring 6112 5 3116 Iste >
MARS NO. DESCRIPTION BASE MARS PACK CASE QTY. F
70215 BTG-54VL metal hinged Solid 1 12 >
70216 BTG-54VLW metal hinged Ring 1 12 4
70236 F336, extra key for all BTG guards 1 1 5
Thermostat Guards Cross Reference g3537 z
MARS NO. BEKO D Teck SUPCO
70201 BTG EK 585-TG5 BTGEK 10,000 KA interrupting rating
70205 BTG K clear plst 585-TG2 BTG K
70210 BTG RK clear plastic 585-TG1 BTG-RK MARS NO. DESCRIPTION MARS PACK  CASE QTY.
70215 BTG 54VL metal 585-TG7 BTG-54 VL
70216 BTG 54VLW hinged metal 585-TG8 BTG-54VLW T 20a- 120/240 VAC, 2 pale ! 3
70217 BTG DK clear plastic 585-TG6 BTG-DK 83538 30a- 120/240 VAC, 2 pole 1 3
70220 BTG UK2 clear plastic 585-TG BTG-UK2 83539 40a- 120/240 VAC, 2 pole 1 3
70223 BTG UM metal 585-TG3 BTG-UM 83540 50a- 120/240 VAC, 2 pole 1 3
70224 BTG UWM hinged metal 585-TG4 BTG-UWM 33501 80a- 1201240 VAC, 2 pole 1 3
70236 F336 key !
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General Electric
Circuit Breakers-Bulk

&

» Compact size,1/2” THQP or 1” THQL

» Box type terminals

» Copper to copper connections
with corrosion resisting tin
plated stabs

» Exceeds UL, NEMA, ANSI,
CSA requirements

Circuit Breakers

Zbreaker is the same circuit breaker now found on many high-end
transformers and systems. It protects from damage caused by shorts,
overheating, or wiring problems.
A sticker is included so that, if
the Tech desires, he can inform
his customer where to press the
"reset" button and possibly save
a midnight service call. Kit
includes wires and pre-installed
terminals that allow you to easily
plug it in to the connectors where
a plastic-type fuse existed.

« Crystal-Clear Clamshell
Package with Hanging Hole
« Full-Color Insert
with Instructions

08574 08575

MARS NO. DESCRIPTION MARS PACK

08574 3 Amp Circuit Breaker 1

08575 5 Amp Circuit Breaker 1

MARS NO. DESCRIPTION MARS PACK  CASE QTY.
83522 15a- 120/240 VAC, THQP 1 pole 1 10
83527 30a- 120/240 VAC, THQP 2 pole 1 5
83431 20a- 120/240 VAC, THQL 1 pole 1 10
83437 20a- 120/240 VAC, THQL 2 pole 1 5
83436 30a- 120/240 VAC, THQL 2 pole 1 5
83438 40a- 120/240 VAC, THQL 2 pole 1 5
83439 50a- 120/240 VAC, THQL 2 pole 1 5
83440 60a- 120/240 VAC, THQL 2 pole 1 5
83444 100a- 120/240 VAC, THQL 2 pole 1 5

GE Replacement Breakers
For Square D

&

MARS offers GE replacement
circuit breakers for Square D
QO° load centers. These Q line
series circuit breakers lower your
inventory costs by providing a
single source for new
construction & Square D QO®
retrofit. These UL classified

GE breakers are for use in
place of Square D type QO
circuit breakers.

Square D QO® load centers for which GE/MARS offers UL classified replacement circuit breakers:

I-T-E® EQ® Load
Center Enclosures

SIEMENS

I-T-E® Electrical Products

I-T-E EQ® load centers with main lugs feature
a combination trim boxed in one
package.

» The trim fits both surface and
flush mounting applications
saving money and space

* Interiors offer removal in seconds

» Single phase, 3-wire design,
120/240 VAC

» One piece Albus bar
construction. Designed for use
only with I-T-E circuit breakers.
UL listed

* Rated for 100,000 A IR
« Exclusive split neutral
* Main lugs and neutral on same plane, same drive
» Simple upper pan adjustment after trim is installed
» UL listed for 60/75 °C conductors

* 100% circuit breaker twistouts

83271

* Indoor and outdoor enclosures available

MARS NO. DESCRIPTION MARS PACK

83271 60a-2 pole 4 circuit, surface branch panel - type 1 1

83273 125a-4 pole 8 circuit, surface branch panel - type 1 1

<T0A Q020-30M150RB Q06-12L100RBCU QO2100BNF/S QO20L125 QO12L200
QQ24L50TTS Q020-30M150TF/S QO6-12L100TF/S Q024M100RB QO2125BNFIS QO12L200RB
QQ2-4LT0F/S Q024L150 QO6-12M125FTRB Q024L125 Q020-30M200RB
QQ2-4L70RB QO24M150 QO8-16L100DF/S 125A QO12L125RB Q020-40M200
QQ-4L70TS QO30L150 Q08-16L100DFCU/S QO6-12M125FTRB QO24M125RB Q020-40M200TF/S
QQ2L308 QO30L150RB QO8-16L100TFIS Q012-24L125 Q024M200
QQ2L30TTS QO30M150/RB QO8-16L100F/S QO012-24L125RB 225A Q030-40L200
QQ2L40RB Q08-16L100RB QO12L125 QO40M225 Q030-40L200RB
QQ2TR 100A Q08-16L100RBCU QO12L125RB Q0421225 Q030-40M200
QQ4-TM70TTS QO6-12L100DF/S QO8-16L100TFIS Q016-24L125 QO042L225RB QO030L200
Q06-12L100DFCUIS QO12M100RB QO016-24L125RB QO30L200RB
150A QO6-12L100F/S QO16M100RB QO16L125 200A QO30M200RB
Q08-16M150FTRB Q06-12L100RB QO20M100RB Q020-24L125 Q08-16M200FTRB QO40M200RB
MARS NO. DESCRIPTION GENO. SQUARE D NO.
83568 15A-1P THQO1115 Q0115
83569 20A1P THQOT120 Q0120
83573 15A2P THQO2115 Q0215
83574 20A-2P THQO2120 Q0220
83575 30A2P THQO2130 Q0230
83576 40A2P THQO2140 Q0240
83577 50A-2P THQO2150 Q0250
83578 60A-2P THQO2160 Q0260
/A\ WARNING:

Cancer and Reproductive Harm
www.P65Warnings.ca.gov
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Outdoor Enclosures - Type 3R Cartridge Fuses, Type TRS Measel\l

« Single phase, 3 wire SN
* 120/240V
» Uses HA type hub

SmartSpot blown-fuse indicator

With SmartSpot you'll find the open fuse FAST. When a fuse
opens, the SmartSpot indicator on the label of the fuse
senses it and tums from SILVER to eye-catching RED.

And it stays RED so you can spot the open fuse quickly
and safely.

Just open a panel and scan. Wherever you see any red in
a SmartSpot indicator, you know the fuse is open.

This is a big advantage to contractors/service personnel
because it helps them to identify very quickly what fuse
needs to be changed thereby avoiding costly downtime.
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You'll find SmartSpot on all of the most widely used industry
standard fuses such as Class RK5, RK1, and Class J.

Time delay (class RKS5, 600 volt)
MARS NO. DESCRIPTION MARS PACK  CASE QTY.

MARS NO. DESCRIPTION MARS PACK

83277 60a-2 pole 4 circuit, outdoor enclosure 1 82103 2/10a - 600V, TRS fuse 10 100
83278 125a-4 pole 8 circuit, outdoor enclosure 1 S21055 1/2a - 600V, TRS fuse © 100
82109* 1a-600V, TRS fuse 10 100
82110* 1.6a-600V, TRS fuse 10 100
82111* 2a- 600V, TRS fuse 10 100
EQ Load Center 82112° 2.25a- 600V, TRS fuse 10 100
Main Lug and Main Breaker with Copper Bus 82124" 5a- 600V, TRS fuse 10 200
82125 6a- 600V, TRS fuse 10 200
Features: 82132 10a - 600V, TRS fuse 10 200
. |nteri0rs Offer remova| in 82133 12a- 600V, TRS fuse 10 200
seconds 82134 15a - 600V, TRS fuse 10 200
. Single Phase 82136 20a- 600V, TRS fuse 10 200
. 82137 25a- 600V, TRS fuse 10 200
* One piece bus bar 82138 30a- 600V, TRS fuse 10 200
constructhn dg5|gped for 82139 35a- 600V, TRS fuse 10 100
use only with circuit breakers 2120 403600 TRS fuse 0 00 (/)]
+ Positive load side circuit 82147 45a- 600V, TRS fuse 10 100 m
breaker hook rails 82141 50a - 600V, TRS fuse 10 100 A
* Outdoor NEMA Type 3R 82142 60a - 600V, TRS fuse 10 100 <
devices use 82143 70a - 600V, TRS fuse 5 5 CJ
HS Type hubs 82144 80a - 600V, TRS fuse 5 5 0
« UL listed 82145 90a - 600V, TRS fuse 5 5 11
82146 100a - 600V, TRS fuse 5 5
Specifications: 82154 110a - 600V, TRS fuse 1 1 w
+ 1000,000 IR 82148 125a - 600V, TRS fuse 1 1 —
+ 4-16 Circuits, 82149 150a - 600V, TRS fuse 1 1 z
100-225 Amperes 82150 175a - 600V, TRS fuse 1 1 (/)]
e 1 Phase, 3-Wire, SN Nu—: 82151 200a - 600V, TRS fuse 1 1
. 120/240V AC AL 82152 250a - 600V, TRS fuse 1 1 >
The EQ Load Center is suitable 16:FolesiMax. o 2000 00N, TRS Tise : 1 ~
K * NOTE: SmartSpot indicating fuse not available below 8 amps. 60a and up are blade type. r
for use as service entrance >
equipment when a main breaker (125A maximum) is back-fed in a Cartridge Fuses, Type TRS Clamshell -l
branch and used with main breaker retainer clip. Copper Bus load Packaging For Merchandisers —
centers are recommended for those applications where the environment Time delay (class RK5, 600 volt) O
may be severe. (i.e. farm and coastal areas)
MARS NO. DESCRIPTION MARS PACK  CASE QTY. z
Main Lug Load Center - Outdoor 82632 10a - 600V, (3 pk) TRS fuse 1 1
82634 15a - 600V, (3 pk) TRS fuse 1 1
AMP MA;( 01. szE NO OF QP MAX. MARS :::;j iga 600V, (3pk) TRS fuse 1 1
RATING SPACES CIRCUITS 2-POLES PACK a- 600V, (3pk) TRSfuse ! !
82638 30a-600V, (3pk) TRS fuse 1 1
83265 125 8 16 4 1 82639 35a-600V, (3pk) TRS fuse 1 1
DIMENSIONS 82640 40a - 600V, (3pk) TRS fuse 1 1
H W b 82647 45a- 600V, (3pk) TRS fuse 1 1
82641 50a - 600V, (3 pk) TRS fuse 1 1
14-3/4 12118 pl 82642 60a - 600V, (3pk) TRS fuse 1 1
mC" ) Toll Free (800) 445-4155 « Fax (631) 348-7160 oncer I MARNG: s1-13 |
www.marsdelivers.com www.PE5Warnings.ca.gov

NN marsdelivers.com






