
F626M

MITCO PART # CROSS REFERENCE PART # RUN DUAL RUN MFD VOLTAGE SHAPE
RCAPO6 A801-6; POCF6 X ––– 6 370/440 OVAL
RCAPO5 A802-163; TOCF5 X ––– 5 370/440 OVAL
RCAPO7.5 A802-165; TOCF7.5 X ––– 7.5 370/440 OVAL
RCAPO10 A802-166; POCF10 X ––– 10 370/440 OVAL
RCAPO12.5 A802-168; TOCF12.5 X ––– 12.5 370/440 OVAL
RCAPO15 A802-169; TOCF15 X ––– 15 370/440 OVAL
RCAPO20 A802-175; POCF20 X ––– 20 370/440 OVAL
RCAPO25 A802-181; TOCF25 X ––– 25 370/440 OVAL
RCAPO30 A802-184; TOCF30 X ––– 30 370/440 OVAL
RCAPO35 A802-187; POCF35 X ––– 35 370/440 OVAL
RCAPO40 A802-190; TOCF40 X ––– 40 370/440 OVAL
RCAPO45 A802-192; TOCF45 X ––– 45 370/440 OVAL
RCAPO50 A802-193; POCF50 X ––– 50 370/440 OVAL
RCAPO55 A802-194; POCF55 X ––– 55 370/440 OVAL
RCAPO60 A802-195; TOCF60 X ––– 60 370/440 OVAL
RCAPR10 A809-10; TRCF10 X ––– 10 370/440 OVAL
RCAPR12.5 A809-12.5; TRCF12.5 X ––– 12.5 370/440 OVAL
RCAPR7.5 A809-7.5; TRCF7.5 X ––– 7.5 370/440 OVAL
RCAPO3 TOCF3 X ––– 3 370/440 OVAL
RCAPO4 TOCF4 X ––– 4 370/440 OVAL
RCAPR15 TRCF15 X ––– 15 370/440 ROUND
RCAPR20 TRCF20 X ––– 20 370/440 ROUND
RCAPR25 TRCF25 X ––– 25 370/440 ROUND
RCAPR30 TRCF30 X ––– 30 370/440 ROUND
RCAPR35 TRCF35 X ––– 35 370/440 ROUND
RCAPR40 TRCF40 X ––– 40 370/440 ROUND
RCAPR45 TRCF45 X ––– 45 370/440 ROUND
RCAPR5 TRCF5 X ––– 5 370/440 ROUND
RCAPR50 TRCF50 X ––– 50 370/440 ROUND
RCAPR55 TRCF55 X ––– 55 370/440 ROUND
RCAPR60 TRCF60 X ––– 60 370/440 ROUND
RCAPR70 TRCF70 X ––– 70 370/440 ROUND
RCAPR80 TRCF80 X ––– 80 370/440 ROUND
DCAPO205 A803-109; POCD205A ––– X 20-5 370/440 OVAL
DCAPO305 A803-152; TOCFD305 ––– X 30-5 370/440 OVAL
DCAPO355 A803-154; TOCFD355 ––– X 35-5 370/440 OVAL

RUN CAPACITORS
FEATURES
▪ UL Approved
▪ Non PCB
▪ Up to 60,000 hrs. Operational Life
▪ RoHs and Reach Compliant
▪ 370/440v Rated
▪ Low Dissipation Factor



F626M

MITCO PART # CROSS REFERENCE PART # RUN DUAL RUN MFD VOLTAGE SHAPE
DCAPO405 A803-156; 4JJ0540 ––– X 40-5 370/440 OVAL
DCAPO455 A803-158; TOCFD455 ––– X 45-5 370/440 OVAL
DCAPO555 A803-160; POCFD555 ––– X 55-5 370/440 OVAL
DCAPO255 A803-255; POCFD255 ––– X 25-5 370/440 OVAL
DCAPO457.5 A803-4575; POCFD4575A ––– X 45-7.5 370/440 OVAL
DCAPR255 A804-255; TRCFD255 ––– X 25-5 370/440 ROUND
DCAPR305 A804-305; PRCFD305 ––– X 30-5 370/440 ROUND
DCAPR3510 A804-3510; PRCFD3510 ––– X 35-10 370/440 ROUND
DCAPR353 A804-353; TRCFD353 ––– X 35-3 370/440 ROUND
DCAPR355 A804-355; TRCFD355 ––– X 35-5 370/440 ROUND
DCAPR357.5 A804-3575; TRCFD3575 ––– X 35-7.5 370/440 ROUND
DCAPR4010 A804-4010; PRCFD4010A ––– X 40-10 370/440 ROUND
DCAPR403 A804-403; TRCFD403 ––– X 40-3 370/440 ROUND
DCAPR405 A804-405; TRCFD405 ––– X 40-5 370/440 ROUND
DCAPR407.5 A804-4075; TRCFD4075 ––– X 40-7.5 370/440 ROUND
DCAPR4510 A804-4510; PRCFD4510A ––– X 45-10 370/440 ROUND
DCAPR453 A804-453; TRCFD453 ––– X 45-3 370/440 ROUND
DCAPR455 A804-455; TRCFD455 ––– X 45-5 370/440 ROUND
DCAPR457.5 A804-4575; TRCFD4575 ––– X 45-7.5 370/440 ROUND
DCAPR5010 A804-5010; PRCFD5010A ––– X 50-10 370/440 ROUND
DCAPR503 A804-503; PRCD503A ––– X 50-3 370/440 ROUND
DCAPR505 A804-505; TRCFD505 ––– X 50-5 370/440 ROUND
DCAPR507.5 A804-5075; TRCFD5075 ––– X 50-7.5 370/440 ROUND
DCAPR555 A804-555; TRCFD555 ––– X 55-5 370/440 ROUND
DCAPR557.5 A804-5575; TRCFD5575 ––– X 55-7.5 370/440 ROUND
DCAPR6010 A804-6010; TRCFD6010 ––– X 60-10 370/440 ROUND
DCAPR605 A804-605; TRCFD605 ––– X 60-5 370/440 ROUND
DCAPR607.5 A804-6075; TRCFD6075 ––– X 60-7.5 370/440 ROUND
DCAPR705 A804-705; PRCFD705 ––– X 70-5 370/440 ROUND
DCAPR707.5 A804-7075; PRCFD7075 ––– X 70-7.5 370/440 ROUND
DCAPR8010 A804-8010; TRCFD8010 ––– X 80-10 370/440 ROUND
DCAPR805 A804-805; TRCFD805 ––– X 80-5 370/440 ROUND
DCAPR807.5 A804-8075; TRCFD8075 ––– X 80-7.5 370/440 ROUND
DCAPR5510 PRCFD5510 ––– X 55-10 370/440 ROUND
DCAPR7010 PRCFD7010 ––– X 70-10 370/440 ROUND
DCAPR303 TRCFD303 ––– X 30-3 370/440 ROUND
DCAPR307.5 TRCFD3075 ––– X 30-7.5 370/440 ROUND

RUN CAPACITORS
FEATURES
▪ UL Approved
▪ Non PCB
▪ Up to 60,000 hrs. Operational Life
▪ RoHs and Reach Compliant
▪ 370/440v Rated
▪ Low Dissipation Factor


