
 

Job:  

Location:  

Engineer:  

Contractor:  

P.O #:  

Job #:  

Representative:  

CERTIFIED CORRECT 
 
By:  Clay Dunigan 

Title:  Plant Engineer 

Date: 7-22-08 

GMS Part Number: 

No. 406A / 406AD 

DESCRIPTION 
• Air Tite® Adhesive Collars for round pipe 
• See below for packaging details 

D1 (in) 

PART NUMBER D1 Ch 

4-406A | 4-406AD 4 5-1/2 26 gauge (.0179) 26 gauge (.0179) 

5-406A |5-406AD 5 5-1/2 26 gauge (.0179) 26 gauge (.0179) 

6-406A | 6-406AD 6 5-1/2 26 gauge (.0179) 26 gauge (.0179) 

7-406A | 7-406AD 7 5-1/2 26 gauge (.0179) 26 gauge (.0179) 

8-406A | 8-406AD 8 5-1/2 26 gauge (.0179) 26 gauge (.0179) 

9-406A | 9-406AD 9 5-1/2 26 gauge (.0179) 26 gauge (.0179) 

10-406A | 10-406AD 10 8-1/2 26 gauge (.0179) 26 gauge (.0179) 

12-406D | 12-406AD 12 8-1/2 26 gauge (.0179) 26 gauge (.0179) 

14-406A | 14-406AD 14 8-1/2 26 gauge (.0179) 26 gauge (.0179) 

Fitting Material Damper Material 

18-406A | 18-406AD 18 8-1/2 26 gauge (.0179) 26 gauge (.0179) 

20-406A | 20-406AD 20 8-1/2 26 gauge (.0179) 26 gauge (.0179) 

C
h
 (

in
) 

406A 406AD Adhesive Gasket 

(with damper) 


