
Features:

Heat Pump Driers

DRYMASTER®

Maximum abnormal pressure (MAP):  667 psig

Maximum working temperature:  160°F/70°C

Compatible with all CFC, HCFC and HFC refrigerants and oils, and 
refrigerants requiring XH‐11 desiccant



UL/cUL Listed, Conforms to Pressure Equipment Directive 
97/23/EC



High retention filter for removal of particulate as small as 25 
microns



High pressure shell and connections

Powder paint finish approved for marine applications

Flare Connection

Solder Connection

Part 
Number

Model Dessicant 
Cu In

Size 
(in)

A
 (in)

B
 (in)

Wt
 (lb)

R22, 
R407C, 
R410A

R134a R404A, 
R507

75°F 125° 75°F 125° 75°F 125°

R134a, R507 R404A R22, R407C, R410A

Water Capacity (drops)Liquid Capacity (tons)

A 17388 HPF‐083 8 3/8 6.30 2.30 1.50 2.1 1.5 2.3 18 17 17 16 17 15

A 17390 HPF‐163 16 3/8 6.70 3.10 1.75 5.1 3.7 5.7 34 31 32 29 32 29

A 17983 HPF‐164 16 1/2 7.00 3.10 2.23 8.0 5.7 9.1 34 31 32 29 32 29

A 17984 HPF‐165 16 5/8 7.30 3.10 2.18 10.6 8.3 11.4 34 31 32 29 32 29

Part 
Number

Model Dessicant 
Cu In

Size 
(in)

A
 (in)

B
 (in)

Wt
 (lb)

R22, 
R407C, 
R410A

R134a R404A, 
R507

75°F 125° 75°F 125° 75°F 125°

R134a, R507 R404A R22, R407C, R410A

Water Capacity (drops)Liquid Capacity (tons)

A 17389 HPS‐083 8 3/8 4.80 2.30 1.50 2.1 1.5 2.3 18 17 17 16 17 15

A 17391 HPS‐163 16 3/8 5.20 3.10 1.95 5.1 3.7 5.7 34 31 32 29 32 29

A 17392 HPS‐164 16 1/2 5.20 3.10 1.75 8.0 5.7 9.1 34 31 32 29 32 29

A 17985 HPS‐165 16 5/8 5.40 3.10 1.96 10.6 8.3 11.4 34 31 32 29 32 29
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