TO BE INSTALLED ANDROR. LUISED IN AGGORDANCE WITH
APPROPRIATE ELECTRIZAL CODES AMD REGULATIONS

35Ny Grounding Switeh
Fiated: 15412080

TO INSTALL:
WARMIMG: TO AWDID FIRE, SHOCK, OR DEATH; TURN

OFF POWER AT CIRCUIT BREAKER OR FUSE AND TEST
THAT THE POWER! IS OFF EEFORE WIRIMNG!

CAUTION: USE THIS DEVICE OMLY WITH CORFFER OR
COFFER CLAD WIRE. WITH ALUMINUM WIRE USE OMLY
DEWICES MARKED COfALR OR CURAL.

Remove insulation per stip gage on device (about 575",
Caonnect wires per WIRING DLAGRAM a5 follows:

T e Wire:

Lioop wires slocknize 2648 turn around tErminal serews. m
Fimmily tfighten szrews auer wire kwops_ Terminal screws Megr
acospt up to #12 AWG sopper or copper clad wire.

To Gusckwine™: of [Btack
Insert straight #14 AWS solid copper wires into nound =HE'| li
Cruickowire™ holes_ I the switch rmust be replaced or

reswired after Guickwrming, gently press the Gp of @ small  Une Lnea
screvedriver in the release slotand badk the wirs cut 120V AL, Gisz

gradually. If the switch or Cudckwire™ terminal become  gugm

Mount devies using long mounting serews.
Antach wallplate. Recione power 3t cirelit breaker or fise.
In=tallation is completa.

damaged, do not reuse. Mo |
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